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FIG. 6 



SET DISABLE/ENABLE BIT IN REGISTER 504 TO IDENTIFY 
WAY OF CACHE 104 TO BE DISABLED FOR DMA TRANSFER 
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CONTROLLER 30G TO INDICATE DMA PRELOAD OR UNLOAD 



WRITE STARTING INTERNAL ADDRESS TO SIADDR 
REGISTER 402b IN DMA CONTROLLER 30G 
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WRITE INTERNAL ADDRESS MODULUS VALUE TO 
IMOD REGISTER 402c IN DMA CONTROLLER 30G 



WRITE STARTING EXTERNAL ADDRESS TO SEADDR 
REGISTER 402d IN DMA CONTROLLER 306 



WRITE EXTERNAL ADDRESS MODULUS VALUE TO 
EMOD REGISTER 402e IN DMA CONTROLLER 306 
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FIG. 7B 
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FIG. 8A1 
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FIG. 8A2 




CONTROL MUX 304 ASSOCIATED WITH 
DISABLED WAY TO SELECT ADDRESS 
INPUT FROM LINE-FILL BUFFER 212 



CONTROL MUX 312 TO SELECT IADDR 
BUS 330 FROM DMA CONTROLLER 30G 



CONTROL MUX 310 TO SELECT EADDR 
BUS 332 FROM DMA CONTROLLER 30G 
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IF PRESENT, REMOVE DMA PRE-LOAD 
GRANT INDICATION FROM BUS 32Gb 



IF PRESENT. REMOVE DMA UNLOAD 
GRANT INDICATION FROM BUS 328b 
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